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CHANGE PROPOSAL

DATE h-6-59 . |  AFFECTS ¢ wspo [X]  proskcr [X)
NAME OF MAJOR COMPONENT | PART OR LOWEST SUBASSEMBLY PART NO. & MODEL OR TYPE
Q198 & Q207 Kit Aum. . Handle Assembly - ' '

TIFI.E OF.PROPOSAL A
e TR Mm Oxygen 3810‘83 Aggmbly - Antcmatic & }hmal

NZ\TURE OF PROPOSAL‘ R : ‘ B

v F‘tn'nith"nev handle asaamhly (green applo) with bntbon Wpe fastener for attaching
‘ ¢ hot eft - Firewall Service Bulletin No, 6u .~
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.‘g mtenﬂ.m of. . cms
pc:.um:lbL 11ty of: ,handle being’ accidently pulled vduring hlndling
 émergency. oxygen. upply; ,

T ESTIMATED cosT AND TIME INVOLVED .
ES ADDITIONAL FUNDING: REQUIRED =, = STATlNTL
| ESTIMATED COST-FOR KITS OR PARTS |
CP ADDlTlONAL FUNDING REQUIRED Nona (SP=1917) -

TEms* AFFECTED BY PROPOSAL'Y""- - SRR T

!»AFETY MISSION PERFORM- OPERATING INTER- WEIGHT OR TOOLS & MAINTE- SERVfCE FLIGHT MAINTE-
I EFFEC- ANCE PROCEDURE | CHANGE- WEIGHT & SUPPORT NANCE LIFE MANUAL NANCE .
A TIVENESS : ABICITY BALANCE: EQUIPMENT | PROCEDURE e . MANUAL -
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'EST. MAN/HRS. REQ'D, TO ACCOMPLISH CHANGE IN FIELD . 1 hr, B L N
/SOURCE OF PARTS FOR KIT . " . AVAILABILITY _ i - WEEKS AFTER APPROVAL
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~ DESCRIPTION OF CHANGE (cont.)

Apply D.C. and A. C. Power to the equipment,
Operate the P-2 "Isiatform .
Te'sting the Adjustment of the Pressure Switch.

Observe the altitude on the GH-222 Test Altimeter when the A.C.
Motor starts to operate.

“The Altitude should be 15.5M ¥ 500 feet. ‘

ude tolerance of
the desired operation

If the A% C. Motor does not start within the g
* 500 feet--~ re-adjust the #2 microswit
is obtained

Turn the knob of the GH 222 13 Ve
attempting to determine startt g

. NOTE:

Re-identification of the Absolute Pressure Switch.

The new number (is) 4152B-31-16-A
The old number(was) 4152B-31-16

Add the -A to the part number 4152B~31-16 on the Nameplate
by metal stamping. The Nameplate is on the Mounting Strap.
Remove the Pressure Switch from it's mounting strap before
stamping the Nameplate in order to prevent internal damage to
‘the pressure switch.

Also add -A by rubber stamp to the rubber stamped part number
on the Pressure Switch itself.

3
Spare 4152B-31-16 Absolute Pressure Switches are to be returned
to the Contractor for rework and re-identification as 4152B-31-16A
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B '~ DESCRIPTION OF CHANGE (cont. )
9. Summary of Operational Altitudes for the Pressure Switch
Switch Pressure Switch Pressure Switch Lowest
Section Ground Check Flight Altitude Operational
Altitude Actuation Altitude
without
. ST .- - Switch Hunting
#2 Section 15.5 Mt 500 19 M T 500, 20M

After Adjustment

#1 Section - Base T 500 Base + 5M Base+ 6M

(DO.NOT DISTURB)
#1 Microswitch
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